RIGHT—OF—=WAY VARIES

10'—0"

1/4"PER 1'—0”

SLopE

CENTERLINE RIGHT—OF—-WAY

DOUBLE CHIP AND SEAL SURFACE
OR 2" OF 448 ASPHALT

8” OF COMPACTED AGGREGATE BASE
(ITEM 304)

TYPICAL CROWN

RIGHT—OF—WAY VARIES

10'—0"

5 _0” _

ADJACENT PARKING AREAS SHALL BE CONNECTED TO LIMIT THE
NUMBER OF ACCESS DRIVES TO THE STREET.

PROPER DRAINAGE TO DISPOSE OF ALL
SURFACE WATER.

SURFACE WATER SHALL NOT BE DIRECTED

INTO THE STREET OR ONTO ADJACENT
PROPERTIES.

PARKING LOT

X SIDEWALK
VAN |/

1/4”PER 1'_ 0"SLoPE

CENTERLINE RIGHT—OF—WAY

DOUBLE CHIP AND SEAL SURFACE
OR 2" OF 448 ASPHALT

8” OF COMPACTED AGGREGATE BASE
(ITEM 304)

INVERTED CROWN

TYPICAL ALLEY CONSTRUCTION
A. MINIMUM STANDARD (UNLESS OTHERWISE APPROVED).

B. FOR RENOVATION OF EXISTING ALLEYS ONLY. NO NEW
ALLEYS WILL BE APPROVED WITHIN THE CITY.

CURB l\

DURABLE & DUSTLESS SURFACE

SIDEWALKS WILL REMAIN FREE
OF DEBRIS AT ALL TIMES

PARKING LOT DETAIL

THE FOLLOWING ARE ACCEPTED LOT SURFACES
(UNLESS OTHERWISE APPROVED).

A. DOUBLE CHIP AND SEAL, WITH APPROVAL.
B. ASPHALT CONCRETE ITEM 448.
C. CONCRETE.

SDNEY ALLEY AND

REVISIONS: DATE
APPROVED:
FEB. 2002
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